
LED RADICAL LED SOLARIS LED PRIME LED SPOT

light source 7 × LED CREE® XPG 2 4 × LED CREE® XPG 2 3 × LED CREE® XPG 2 4 × LED CREE® XPE

light power 2800 lm 1600 lm 1200 lm 800 lm

light  
distribution

spot angle 
total angle

–
12°

6°
11°

–
12°

–
6°

type of optics 1 x lens 7x 4 × lens 1 × triple lens 4 × lens

total power 30 W 20 W 14 W 16 W

colour temperature cool white cool white cool white cool white

power source external  battery external battery external battery external battery

switch type

magnetic switch

3 levels of light intensity

discharge warning message

backup mode

magnetic switch

3 levels of light intensity

discharge warning message

backup mode

magnetic switch

3 levels of light intensity

discharge warning message

backup mode

magnetic switch

3 levels of light intensity

discharge warning message

backup mode

material
aluminium alloy – hard anodised 

/Delrin®
aluminium alloy – hard anodised 

/Delrin®
aluminium alloy – anodised /

Delrin®
aluminium alloy – anodised /

Delrin®

max. length 118 mm 89 mm 108 mm 89 mm

max. diameter 54 mm 70 mm 48 mm 70 mm

front glass 6 mm tempered 6 mm tempered 6 mm tempered 6 mm tempered

weight 360 g 350 g 260 g 350 g

weight in water 100 g 130 g 90 g 130 g

max. service depth 200 m 200 m 200 m 200 m

operating 
time**

ACCU 7 Ah Lithium 2 h 30’ + min 1 h 4 h + min 1 h 5 h 40’ + min 1 h 5 h + min 1 h 

ACCU 12 Ah Lithium 3 h 45’ + min 1 h 6 h + min 1 h 9 h 30’ + min 1 h 7 h 15’ + min 1 h 

ACCU 18 Ah Lithium 5 h 40’ + min 1 h 9 h + min 1 h 14 h 30’ + min 1 h 11 h + min 1 h 

ACCU 24 Ah Lithium 7 h 30’ + min 1 h 12 h + min 1 h 19 h 30’ + min 1 h 14 h 40’ + min 1 h 

ACCU 7 Ah Lithium ACCU 12 Ah Lithium ACCU 18 Ah Lithium ACCU 24 Ah Lithium

material aluminium alloy – anodised
Delrin® / aluminium alloy  

– hard anodised
Delrin® / aluminium alloy  

– hard anodised
Delrin® / aluminium alloy  

– hard anodised

rechargeable battery Li-Ion Li-Ion Li-Ion Li-Ion

charging time ~3 h 40’ ~4 h ~6 h ~8 h

capacity 6.75 Ah 11.4 Ah 18.2 Ah 23.45 Ah

over pressure valve yes yes yes yes

voltage 10.95 V 10.95 V 10.95 V 10.95 V

charge/discharge cycles 500-700 500-700 500-700 500-700

charger input voltage 100-240 V 100-240 V 100-240 V 100-240 V

max. length 247 mm 188 mm 258 mm 258 mm

max. diameter 46 mm 66 mm 66 mm 66 mm

weight 700 h 930 g 1400 g 1400 g

weight in water 290 g 290 g 600 g 600 g 

max. service depth 200 m 150 m 100 m 100 m
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LED STINGRAY LED ONE LED ONE MINI LED TWO

light source 3 × LED CREE® XPG 2 1 × LED CREE® XPG 2 1 × LED CREE® XPG 2 1 × LED CREE® XML 2

light power up to 1000 lm up to 260 lm up to 260 lm up to 800 lm

light  
distribution

spot angle 
total angle

16°
30°

–
6°

– 
6°

–
10°

type of optics 1 x triple lens 1 × lens 1 × lens reflector

total power 10 W 5 W 5 W 10 W

colour temperature cool white cool white cool white cool white

power source
1 x  18650 protected  

rechargeable cell
3 × AA  

alkaline batteries
2 x lithium batteries  

CR123A
3 × “baby”/R14/”C”  
alkaline batteries

switch type
by tightening, on/off by tightening, on/off by tightening, on/off by tightening, on/off  

– spring mechanism

material
aluminium alloy – hard anodised 

/Delrin®
aluminium alloy – hard anodised 

/Delrin®
aluminium alloy – hard anodised 

/Delrin®
aluminium alloy – hard anodised 

/Delrin®

max. length 120 mm 197 mm 127 mm 225 mm

max. diameter 40 mm 43 mm 43 mm 53 mm

front glass 6 mm tempered 6 mm tempered 6 mm tempered 6 mm tempered

weight
130 g (without batteries)   

180 g (with batteries)
210 g (without batteries) 

310 g (with batteries)
130 g (without batteries) 

140 g (with batteries)
240 g (without batteries)

560 g (with batteries)

weight in water 95 g 140 g 95 g 280 g

max. service depth 200 m 200 m 200 m 200 m

operating 
time**

batteries / rechargeable 
batteries

up to 1 h 30’  
depending on used battery

~7 h ~5 h 30’ ~7 h

3400 mAh up to 1 h 30’ – – –

3200 mAh up to 1 h 20’ – – –

3000 mAh up to 1 h 10’ – – –

2600 mAh up to 45’ – – –

ACCU THERMO  
10 Ah Lithium

ACCU THERMO  
18 Ah Lithium

ACCU THERMO  
24 Ah Lithium

material Delrin® / aluminium alloy – hard anodised Delrin® / aluminium alloy – hard anodised Delrin® / aluminium alloy – hard anodised

rechargeable battery Li-Ion Li-Ion Li-Ion

charging time ~3 h 20’ ~6 h ~8 h

capacity 10.4 Ah 18.2 Ah 23.45 Ah

over pressure valve yes yes yes

voltage 10.95 V 10.95 V 10.95 V

charge/discharge cycles 500-700 500-700 500-700

charger input voltage 100-240 V 100-240 V 100-240 V

max. length 200 mm 262 mm 262 mm

max. diameter 66 mm 66 mm 66 mm

weight 1110 g 1560 g 1610 g

weight in water 415 g 665 g 715 g

max. service depth 150 m 100 m 100 m
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